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•	 Fully ballasted road going truck
•	 Full 200 kN pushing force 
•	 6x6 drive train for traversing soft ground
•	 Fast coverage on large open sites
•	 Latest automation and safety features

The Boxed Truck 200 kN is a fully ballasted 
CPT rig built on a 6x6 truck platform. The 
6x6 allows for traversing difficult ground 
faster than any crawler.

Following the success of our hybrid truck crawler unit, the Boxed Truck Crawler 180 kN, Royal 
Eijkelkamp presents CPT rig built around a 6x6 truck system the Boxed Truck 200 kN.

The 6x6 drive train allows the unit to be built up to 27 tonnes whilst maintaining road legality 
allowing for deep pushes with its full 200 kN pushing capacity. The 6 wheel drive and rugged 
suspension also allow the machine to test on difficult ground whilst maintaining a faster speed than 
crawlers, leading to high production rates on large open sites.

As well as quick position between test locations, production rates are boosted with an efficient 
automatic levelling system and lack of a need to install any anchors. When in position, your 
operators work from a fully contained and well equipped cabin with an integrated 200 kN pusher, 
with hydraulic push/pull and catching clamps.

The rig is packed full of the latest safety and productivity features including automated pushing, an 
integrated safety bar and Eijkelkamp Service Assistant (ESA).

Boxed Truck 200 kN



Technical specifications *
Machine 	  Specification
Model Name BT 200 - Boxed Truck Crawler 200 kN
Type Boxed CPT Truck
Machine Weight 18t to 27t, on 2 or 3 axles (4x4 or 6x6)
Length 8000-9000 mm
Width 2500 mm
Height 4000 mm
Ground bearing pressure stationary (leveling jacks) @ 20t 140 kPa

Truck data Specification
Truck Mercedes Arocs 5
Transmission Automatic 12 speed with manual select
Power 260 kW/349 hp up to 380 kW/517 hp
Emission Euro VI
Dieseltank 290-390 L

Electronics / Software Specification
Machine voltage 24 V
Inverter 1000W up to 2500W, with additional batteries for seismic 

testing
Data acquisition Built-in computer with an integrated touch screen
Camera system Integrated camera positioned at the CPT entry point
PLC Parker IQAN

CPT Specification
Max push force 200 kN
Max pulling force 250 kN
CPT stroke (maximum) 1250mm
CPT Controls User controlled by proportional leavers with automatic 

pushing mode
Tube/casing size Ø 36 /  Ø 44 /  Ø 55 mm
Tube storage capacity CPT tubes (Ø 36 / Ø 44mm ) up to 60 m

Casing (Ø 55mm) up to 30 m
Catch clamp Hydraulic
Max speed pusher at full pushing and retracting capacity 260 mm/s or 15.6 m/min
Optional SonicCPT pusher with integrated sonic bridge

General information Specification
Hydraulic leveling jacks Suitable for leveling at 5 or 10 degree inclinations
Climate control Electric or hydraulically driven air conditioning. Heating by 

hydraulic AC or separate diesel heater.
Optional extras Air pressure gun with hose

Blinds for windows mounted on the inside
Security bars to protect windows inside
High pressure water pump
Wash basin

* All specifications are subject to change



Eijkelkamp Customer Service Agreement
Royal Eijkelkamp provides the possibility to add a tailor fit service contract to the extensive range of machines we offer. 
We call these the Eijkelkamp Customer Service Agreements. We have three types of Customer Service Agreements called 
Start, Pro and Royal. The Royal type is a service contract that can be tailor fit to the needs of the customer. All Eijkelkamp 
Customer Service Agreements will be delivered with the Eijkelkamp Service Assistant, this is an advanced track and trace 
system that is available for use by customer and driller on site via the mobile phone application and web browser.

For demos, pilot projects or personal advice, 
contact our sales department: sales@eijkelkamp.com

For urgent service calls and/or technical information, 
contact our special service telephone: +31 313 800 967
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